
The COUCH Type 2X relay is a small, hermetically sealed 
DPDT relay with 0.1" grid terminal spacing. It has been 
designed primarily for signal switching with other printed 
circuit board components. Because of the switching 
application, each relay is tested for low level operation. 
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MINIMUM 

DROP-OUT 

CURRENT 


CATALOG 

NUMBER 


2X15B420-A 

2X15B450-A 

2X15B480-A 


Values given in shaded columns are used for all adjustments, tests and inspections 


800 MAX 

—.600 - 


.015 MAX 


400 MAX 


IDENTIFIED 


TYPES OF TERMINALS 


TYPE C 


3 ARLINGTON ST., NORTH QUINCY, MASS. 02171 

Tel. (617) 298-4147 Teleg-FAX Boston 


MAXIMUM 

PULL-IN 

VOLTAGE 

MAXIMUM 
CONTINUOUS 
OPERATING 
VOLTAGE 
@ 125°C 

SUGGESTED 
NOMINAL 
OPERATING 
VALUE rb 10% 

@ 25°C 

@ 125°C 

FOR 125°C 
OPERATION 

VOLTS 

VOLTS 

VOLTS 

VOLTS 

3.3 

4.5 

8 

6.6 

6.5 

9.0 

16 

13.2 

13 

18 

32 

26.5 


COIL 

RESISTANCE 
dt 10% 

(o 25°C 

MAXIMUM 

PULL-IN 

CURRENT 

OHMS 

MA 

60 

48 

250 

24 

1000 

12 

































